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Disclaimer

This Data Sheet is copyright to DuluxGroup (Australia) Pty Ltd and/or DuluxGroup (New Zealand) Pty Ltd (collectively, ‘Dulux’). It may not be varied
or altered without the prior written consent of Dulux, and if it is, Dulux has no responsibility or liability for those variations.

Unless Dulux has provided you with a customised, project-specific specification, this Data Sheet does not represent that any particular product or
product system will be suitable for your project.

Any information provided in this Data Sheet is given in good faith and is believed by Dulux to be correct at the time of publication. Products and
coating systems can be expected to perform as indicated in this Data Sheet, provided the substrate is in good condition, the coatings are applied by
a suitably experienced and skilled applicator, and the preparation, application and maintenance is followed strictly as set out in this Data Sheet, and
as recommended on the applicable Safety Data Sheets for the relevant products, available from www.duspecplus.co.nz. Climatic conditions at
application time can affect product suitability and performance.

The correct colour or colour match is the responsibility of the applicator. Colours will change over time and Dulux does not guarantee that the same
colour newly mixed will match a colour applied earlier which has been subjected to weathering or other change elements. No product colour is
guaranteed against colour change.

Where any liability of Dulux in respect of this Data Sheet cannot by law be excluded, Dulux’s liability is limited, as permitted by law and at Dulux’s
option, to resupply of the relevant products or services or to reimbursing the cost of those products or services.

WHERE LEAD MAY BE PRESENT: The asset manager is responsible for verifying the presence of lead and determining whether to remove or
encapsulate the lead. If lead is present, the work must be done in strict accordance with AS/ NZS 4361 Parts 1 and 2 and Worksafe Australia or New
Zealand guidelines.

NZDU00429 Dulux Design Rust Effect Solution

Description and Image

Dulux Design Rust Effect is a water based interior/exterior effect paint that creates an authentic rusted iron finish on any paintable surface. 
This datasheet is for the Rust Effect Solution (Part B). 

Features and Benefits

• Fashionable rusted iron finish

• Easy to apply

Typical Properties

Application Methods

 Brush

Application Conditions

Min Max Recommended

Theoretical Spread Rate (m²/L) 16

Typical Property Notes

Spread rate is approximate only. 

Health and Safety

SDS Number

DLX002626

SDS Link

View SDS Link

Please refer to SDS Link. In case of emergency, please call 0800 220 770.

https://www.duspecplus.co.nz/
https://go.lupinsys.com/duluxgroup/harms/pm/b3145b910e4a95ef030cf4393f911d4b-published/attachment/nz-sds.pdf

